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Fig. 4   Marking specific to the type of protection
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	APPLIED
	

	CLAUSE
	REQUIREMENTS
	YES
	NO
	ENCL.

	8
	Marking
	
	
	

	Note:  For major marking content refer to forms for IEC 60079-0, Marking.  These sheets cover specific marking for the type of protection.

	Item:
	
	

	Marking    >>>

	
	rated voltage
	
	rated current

	Rotating electrical machine/a.c. magnet (overload protection):

	
	starting current ratio IA/IN
	
	time tE (s)

	
	associated (specific) protective device:
	

	
	
	

	
	
	

	Measuring instrument/instrument transformer:
	

	
	rated short-time thermal current Ith
	
	rated dynamic current Idyn
	

	Luminaire; technical data of lamp(s) to be used (e.g.):

	
	(rating)
	
	(dimensions)
	
	
	
	

	Note:
A dispensation for a lamp (having surface temperature + 50 K ( lowest temperature of ignition, inside a luminaire, of the explosive 
atmosphere(s) for which the luminaire is intended, where interior surface temperature exceeds the maximum surface value prescribed by


IEC 60079-0), requires the specific gas atmosphere(s) to be indicated in the certificate.

	General purpose terminal or junction box:
	

	
	permissible maximum dissipated power
	

	Restrictions in use (e.g.):

	
	(use in clean environments only)       

	
	
	
	

	
	
	
	

	Characteristics of special protective devices (e.g.):

	
	(temperature control)
	
	

	
	(arduous starting conditions; Annex B, D)
	
	

	
	(special supply conditions; converters)
	
	

	
	
	
	

	
	
	
	

	Secondary batteries:
	

	
	type of cells
	
	number of cells
	
	nominal voltage
	

	
	rated capacity with corresponding duration of discharge
	

	
	warning label "SEPARATE ONLY IN A NON-HAZARDOUS AREA"   (plugs/sockets separable only with the use of a tool) 

	
	warning plate "DO NOT CHARGE IN A HAZARDOUS AREA" on battery container

(where no safety measures are incorporated for charging in the hazardous area)

	
	

	
	information and instructions for charging/use/maintenance/safe operation    (for display in the battery charging station) 

	Resistance heating devices and resistance heating units:
	

	
	operating temperature Tp
	

	Note: The manufacturer should state the minimum permissible bending radius and temperature at which a flexible heating device may be formed.

	Reduced degree of protection by enclosure: 

	E.g.
Rotating electrical machine for use only in clean environments or enclosure 

with degree of protection reduced by drain holes or ventilation openings.

	
	IP 
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	Marking (continued)
	
	
	

	Item:
	
	

	Marking (continued)

	Sign "X", indicating special conditions noted in the certificate in accordance with the following:
	

	
	degree of protection provided by enclosure reduced by drain holes or ventilation openings

	
	
	

	
	
	

	
	
	

	
	
	

	
	enclosed ventilated rotating electrical machine for use only with pipe connections for cooling air inlet/outlet

	
	
	

	
	
	

	
	
	

	
	
	

	
	rotating electrical machine for use only in clean environments
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	resistance heating unit supplied with an incomplete protective system    (as an example, for features of protective system)

	
	
	

	
	
	

	
	
	

	
	
	

	
	secondary battery not to be subjected to mechanical shocks in normal service      
	

	
	
	

	
	
	

	
	
	

	
	
	

	

	
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	

	
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	


Sheet 47 of 57 
(IEC 60079-7, 1990, Amendments 1 & 2)

	Prepared by
	
	[signature]
	
	Date [yy-mm-dd]
	

	ATR600791/Version 1



